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NOTE(S)
  1) ASSEMBLY WAS PRESSURIZED TO 75 PSI AND HELD FOR
      30 MINUTES. NO LEAKS WERE OBSERVED.

ITEM NO. PART NUMBER DESCRIPTION MATERIAL QTY.

8 BMV50 ½" BALL VALVE FEMALE NPT x MALE NPT STAINLESS STEEL 1

7 200-F-AL 2" DIXON ADAPTER x MALE NPT ALUMINUM 1

6 HB4020 4" MALE NPT x 2" FEMALE NPT REDUCER HEX 
BUSHING IRON 1

5 TTF4AL-4FT 4" TTMA FLANGE x 4" NPT ALUMINUM 1

4 WD401ALVB 4" TTMA FLANGED BUTTERFLY VALVE - 1

3 TT4ASG TTMA SIGHT GLASS ACRYLIC 1

2 40322TF 4" TANK TRUCK FLANGE GASKET - 3

1 ATCF40FP50 DIXON RAILROAD TANK CAR ELBOW WITH FEMALE 
PORT ALUMINUM 1

PROPRIETARY AND CONFIDENTIAL
This drawing is owned by Dixon Valve & Coupling Co. and shall be returned 
upon demand.  It is loaned on condition that it shall not be copied or 
reproduced or submitted to others without the owners consent.  In accepting 
it subject to this condition the recipient further agrees that this drawing or any 
design detail or concept disclosed herein shall not be used in any way 
detrimental to or in competition with the owner. If the recipent does not agree 
to the terms of this agreement they shall return this drawing immediately.  
The information contained in this drawing is subject to change without notice.
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